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SEWER SERVICE RISER  AND SERVICE LINE (LATERAL) CONNECTION
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 GENERAL NOTES:   1. IN GROUNDWATER CONDITIONS ONLY, P.V.C. SADDLES OR TEES ARE TO BE ENCASED WITH CLASS B CONCRETE.  2. UNDER CERTAIN CONDITIONS FIELD INVESTIGATIONS    WILL BE REQUIRED TO DETERMINE THE ADEQUACY OF THE DEPTH ON THE LATERAL.  3. WHEN GROUND WATER IS ENCOUNTERED SERVICE    RISER SHALL BE EXTENDED ABOVE ANTICIPATED    WATER TABLE LEVEL.
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 CONSTRUCTION KEY NOTES:   A. CONTRACTOR TO INSTALL SEWER SERVICE LINE FROM THE MAIN TO A LOCATION 6" BEHIND THE CURB OR 18" BEYOND THE EDGE OF PAYMENT, UNLESS CONDITIONS REQUIRE OTHERWISE.  B. 18" FOR STANDARD SUBDIVISION, 3.5' FOR    SUBDIVISIONS WITH ON-SITE PONDING OR FLAT    TERRAIN.  C. SERVICE LINE (LATERALS) EXTENDING BEYOND EXISTING PAVING SHALL BE INSTALLED TO 3.5' MINIMUM TOP OF GROUND OR PAVEMENT, UNLESS CONDITIONS REQUIRE OTHERWISE.  D. PLASTIC METALLIC MARKING TAPE RISING TO WITHIN    6" OF GROUND SURFACE OR METALLIC DISK.  E. WOODEN STAKE (1"x2"x36") VERTICALLY PLACED AT PLUGGED END OF PROPOSED SERVICE LINE.

AutoCAD SHX Text
24" + PIPE

AutoCAD SHX Text
O.D. MAX.

AutoCAD SHX Text
P.V.C. PIPE

AutoCAD SHX Text
6"

AutoCAD SHX Text
ANGLE DETERMINED
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USE CAUTION WHILE COMPACTING
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CONDITIONS (SEE NOTE 3)
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